Corfe Castle Village Hall Committee

USE OF CLAVINOVA ELECTRONIC PIANO

This is not a toy and must be treated with respect at all times.

Larger padlocks must be removed and replaced immediately on the eyelets on the wall rail.

Small padlocks are to be unlocked & immediately replaced on the small staples higher on the box to hold the clasp flaps up.
A minimum of two people must lift the casing off the piano, taking care not to drag the box against the piano.

The box casing can be used as a stand alone table unit.
The piano MUST remains on the wheeled cradle at all times.

The piano can be manoeuvred to the required position and the front wheels locked in place to prevent movement whilst playing.

The power cable must be connected to one of the ring main sockets. The fixed lead is 2m long any – you may want an extension lead.
The music stand can be installed as shown but returned to it’s storage position before being packed away.

Ensure that all cables are neatly coiled and stored on the hooks provided before repacking.

The seat can be laid, on it’s side, seat first under the piano.

A minimum of two people must lift the casing onto the piano, taking care not to drag the box against the piano.

All padlocks must be replaced to secure casing to metal trolley.

Unit must be re-padlocked back to eyelets in it’s original position.

For Playing Instruction – please see reverse.

Quick Start Playing Instructions
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IEFFECTS AND CONTROLS

®Check for correct power voltage.

The main Power Voltage is indicated on the name plate on
the back of the Clavinova. In some market areas, a voltage
selector may be included. This will be located on the bottom
of the Clavinova. Your Clavinova has been set for the
voltage in your area. Consult a qualified technician if any
doubt exists or a change is required.

@ Attaching the music stand.
Insert the music stand into the 2 holes in the top board.

®Connecting the Pedals.

‘When using the stand, connect the plugs of the two cords
coming out of the stand’s pedal box to the DAMPER jack
and SOFT/SOSTENUTO jack on the rear panel of the
keyboard. (The gray plug is connected to DAMPER, the
black one to SOFT/SOSTENUTO).

When you are not using the stand, use the foot-switch
(FC-5). The plug of the foot-switch can be connected to
either jack, DAMPER or SOFT/SOSTENUTO.

ITO START PLAYING

First of all, make sure that the plug is firmly inserted in the
wall power outlet, then:

1. Tum the POWER on.
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2. Adjust the MASTER VOLUME control.
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3. Select the desired voice.
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4. Start playing.
It is possible to play as many as 16 notes at the same time.

@Initial Touch Control

Your Clavinova has the ability to respond to the touch you
use while playing, making possible subtle variations in both
tone and timbre. The amount of variation will differ from
voice to voice.

“When you play the keyboard strongly, please adjust the volume to a suitable
level
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®STEREO SYMPHONIC (Fig.(D)
Pressing this button provides stereo sound with an expan-
sive ambience.

®Effects of Using the Pedals

There are three different kinds of effects that can be
obtained by using the pedals, namely DAMPER, SOFT
and SOSTENUTO. When using the stand, the right pedal
controls the DAMPER effect, while the left pedal is used
for either SOFT or SOSTENUTO. You can achieve the
same foot-controlled effects when using the foot-switch
(FC-5) by connecting it to either the DAMPER or SOFT/
SOSTENUTO jack.

+ DAMPER

Pressing the stand’s right pedal or the foot-switch (FC-5)
causes the sound to continue when the key is released,
much like an acoustic piano.

* SOFT
Pressing the stand’s left pedal or the foot-switch (FC-5)
softens the sound.

* SOSTENUTO (This effect is obtained by switching the
SOFT pedal.)

‘When the SOSTENUTO pedal is pressed, its effect is
applied only to notes of keys that are already being pressed,
providing a resonance similar to the DAMPER effect.
Depending on the music you are playing, you can switch
between the two effects of the left pedal or the foot-switch
(FC-5) in the following way.

Switching between SOFT and SOSTENUTO

Press and hold down the TRANSPOSER/MIDI button,
then step on the stand’s left pedal or on the footswitch
(FC-5) connected to the SOFT/SOSTENUTO jack.
The STEREO SYMPHONIC lamp will light up, thus
indicating that the pedal you just pressed is currently used
for the SOSTENUTO effect.

The lamp will indicate the pedal setting only as long as the
TRANSPOSER/MIDI button is being pressed. As soon as this button
is released, the lamp will again indicate the present setting of the
STEREO SYMPHONIC effect.

If you want to switch the pedal back to the SOFT effect,
again press and hold down the TRANSPOSER/MIDI
button,then step on the pedal. The STEREO SYMPHONIC
lamp will go out and the pedal will again control the
SOFT effect.

*When power is turned on, the effect of this pedal is always
automatically set to SOFT.
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This feature allows you to change the key of the entire
instrument in degrees of 1/2 steps.

Toraise the key: Hold the TRANSPOSER button and press
one of the keys between C#s and Fg.

To lower the key: Hold the TRANSPOSER button and
press one of the keys between F#5 and Bs.

* When the power is turned off, the instrument will automatically be
returned to the normal key

®Pitch Control

This feature allows you to fine tune the pitch of the whole
instrument.

To raise the pitch: Hold the lowest and the second lowest
white keys and repeatedly strike any of the keys between Cz
and Bs. The pitch will rise about 1.6 cents in CLP-200
and 1.2 cents in CLP-300 each time.

To lower the pitch: Hold the lowest white and black keys and
repeatedly strike any of the keys between C3 and Bs.

The pitch will lower about 1.6 cents in CLP-200 and 1.2
cents in CLP-300 each time.

*When the power is tuned off, the instrument will automatically be
returned to normal pitch (A;=440Hz).

IACCESSORY JACKS
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®HEADPHONES jack

This jack is used for connecting a pair of stereo headphones
(optional). When the headphones are connected, no sound
will be produced from the Clavinova’s speakers. This
allows you the freedom of playing your instrument at any
time without disturbing others.

®AUX.OUT L-R jacks

These jacks can be used to connect your Clavinova to an
amplifier or another speaker system. Also, by connecting
the Clavinova to the LINE IN jacks of a tape deck, you can
record music produced by the Clavinova.

®AUX.IN L-R jacks

You can use these jacks to play an external audio source
(tape recorder, Portable Keyboard, etc.) through the
Clavinova’s speakers while you are performing. Simply
plug a connector cord into these jacks and the LINE OUT/
AUX.OUT jacks of your tape deck, stereo or additional
keyboard. The external source must have its own volume
level control. Never connect it to an AC power line or to a
speaker-level output.

®DAMPER jack

This jack is for connecting the Foot Switch (FC-5). When
using the keyboard stand on the CLP-300 or CLP-200,
connect the grey plug coming from the pedal box.
®SOFT/SOSTENUTO jaci

Connect the black plug coming from the pedal box or the
Foot Switch (FC-5).

®MIDI OUT/IN connectors

The MIDI (Musical Instrument Digital Interface) terminals
conform to the MIDI standard for digital electronic instru-
ments. These jacks enable you to connect your Clavinova to
a computer or other MIDI compatible electronic instru-
ments for data communication.

ITAKING CARE OF YOUR CLAVINOVA

Always treat your Clavinova with the same care you would
give to any fine musical instrument. To ensure that your
Clavinova always looks and sounds its best, we suggest the
following procedures.

1. Do not repeatedly turn on and off in a short time. If this
is done, the unit may not work properly.
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. Never touch the internal parts.

w

. Always turn the power switch OFF after playing, and
place the dust cover on the instrument.
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. Clean the cabinet and keys of your Clavinova with a
slightly dampened cloth using only a neutral cleanser. Do
not use abrasive cleaners, waxes, solvents, or chemical
dust cloths which may dull the keys or chemically
damage the finish.

o

. Never put any vinyl products on your Clavinova since its
external coating reacts chemically to vinyl.

6. To protect the cabinet finish and joints, install your
Clavinova away from direct sunlight, excess humidity
and heat.

7. Do not hit or scratch the cabinet with hard objects.

LIMPORTANT ADVICE

‘What to do if ...

1) The unit is not activated when the power is turned on.
Check the following:

Is the AC plug fully connected to a wall power outlet? Check

it again to make sure. Is power supplied from the outlet? If

the outlet is live, but the Clavinova does not work, unplug

the cord and contact your Yamaha Clavinova dealer.

2) The Clavinova reproduces radio or TV signals.

This can occur if there is a powerful transmitter such as a
radio station located in your vicinity. Contact your Yamaha
Clavinova dealer.

3) Occasional unpleasant static occurs.
In the majority of such cases, the cause can be traced to the
turning on or off of some household appliance.

4) The Clavinova interferes with radio or TV reception.
The high frequency pulses used by the Clavinova may
adversely affect TV or radio reception. Please read “FCC
INFORMATION" (page 16) for additional information.

5) The sound of the Clavinova is distorted when con-
nected to an auxiliary speaker system.
‘When connected to an auxiliary speaker system, (home
stereo, guitar amplifier, etc.) distortion may occur when the
keys are played forcefully while either the volume of the
Clavinova or its auxiliary system is too high. In addition,
damage to the speakers could result. Please turn the volume
down to a level where no distortion occurs.





